
NRI VALVE & BOUNDARY VALVE

FEATURES
• 
00

Made of 
0

Lead Free DR Brass
0

• 
00

WaterMark Certificate No. WMK26481, Conforms with AS1357.1 and AS1357.2
• 
00

Non-Return Isolating Valve
   - Maximum Inlet Pressure 1400kPa 	 - 

00

Maximum Inlet Temperature(Peak) 93°C
   - 
00000

Maximum Inlet Temperature(Continuous) 65°C
• 
00

R/A Pressure Reduction Valve
   - Max. Inlet Pressure 1600kPa		  - Factory set pressure: 500kPa 	
   - 
00000

Max. Inlet Temperature(Continuous) 80°C
• 
00

Manufactured by Elson, certified to ISO 9001.
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Lead Free Brass

WaterMark
Standard AS 1357.1/2

WMK26481

TM

elson NON-RETURN ISOLATING VALVE C/OLIVE LF DR BRASS
Code: 76024        15mm
Code: 76026        20mm

elson NON-RETURN ISOLATING VALVE INVERTED FLARE LF DR BRASS 

Code: 76032        15mm   

elson PRESSURE REDUCTION VALVE RIGHT ANGLE C/OLIVE LF DR BRASS 

Code: 76011        20mm   

elson NON-RETURN ISOLATING VALVE LF DR BRASS
Code: 76020        Rp1/2 x Rp1/2
Code: 76022        Rp3/4 x Rp3/4

elson NON-RETURN ISOLATING VALVE PRESS LF DR BRASS

Code: 76030        15mm   

elson PRESSURE REDUCTION VALVE RIGHT ANGLE LF DR BRASS 

Code: 76010        Rp3/4   


